
PRODUCT PROPERTIES
PLAY&CLEAN® is a water-based matt interior paint 
formulated with special binders and additives that make 
it extremely resistant to washing and easy to clean; stains 
can be removed with a damp cloth and neutral soap. The 
special formulation prevents stains and water-soluble 
substances such as tea, Coca-Cola, ketchup, tomato 
sauce, coffee, wine, felt tip pen, etc. from penetrating and 
impairing the surface.
PLAY&CLEAN® is also high-coverage, washable, easy to 
apply and extremely dirt-repellent.
PLAY&CLEAN® comes as a white base and a Base 
Converter, and can be coloured using the S2K® 
Tintometric System. 

TECHNICAL SPECIFICATIONS

SPECIFIC WEIGHT: 1.35 to 1.45 kg/L.

SUPPLY VISCOSITY: 10,000-12,000 cps at 23°C 
(Brookfield, spindle 5, speed 20 rpm).

THEORETICAL COVERAGE PER COAT: 12-14 m2/L.
Coverage may vary depending on the roughness, poro-
sity and absorbency of the surface.

DRY RESIDUE: 60% ± 1%.

AVERAGE THICKNESS OF DRY FILM: approximately 80 
microns with 2 coats.

RESISTANCE TO WET ABRASION: class 1 washable or 
cleanable wall paint (EN 13300 and EN ISO 1199 
standards).

BRIGHTNESS: matt - angle of incidence 85° - reflectan-
ce <10 (EN 13300 and EN ISO 2813 standards).

COVERAGE: class 1 - ≥ 99.5% with 7m2/l (EN 13300 and 
ISO 6504-3 standards).

APPEARANCE AND FINISH: matt appearance; smooth 
finish. 

EMISSION LIMITS FOR Volatile Organic Compounds 
(VOC): EU VOC limit value (Directive 2004/42/EU) for 
this product (Cat. A/a; BA): 75 g/l (2007); 30 g/l (2010).  
PLAY&CLEAN® contains a maximum of 30g/l VOC.

IDEAL USES
PLAY&CLEAN® is suitable for protecting and decorating 
interior masonry, concrete, gypsum and plasterboard 
surfaces, hydraulically bound surfaces and mineral 
substrates in general.
Particularly recommended for rooms susceptible to 
accidental staining, such as kitchens, dining rooms, living 
rooms, children's bedrooms, classrooms, etc.
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SUMMARY TABLE of the main substances that cause 
staining, depending on contact time:

- PLAY&CLEAN® achieves optimum resistance to a 
variety of substances after full coating/drying within 
approx. 10 days at T = 23°C and RH = 65%
- For cleaning surfaces treated with PLAY & CLEAN®, a 
soft cloth moistened with water and neutral soap is 
recommended; avoid using rough cloths or abrasive 
sponges.
- Remove any excess substance with a paper towel then 
clean with a damp cloth and neutral soap.
- **With some types of marker pen, complete removal 
cannot be guaranteed.
- *Red wine and coffee stains in particular can be 
difficult to remove; for best results clean as soon as 
possible after the spillage.

DIRECTIONS FOR USE

SURFACE PREPARATION:
For new surfaces, make sure the substrate is thoroughly 
dry and cured, repair plasterwork if necessary with TOP 
STUCK and apply a coat of suitably diluted FISSATIVO 
ACRILICO (acrylic sealant).
Before applying PLAY&CLEAN® on previously-painted 
surfaces, remove any loose material and anything that 
may affect adhesion such as dust, oil, grease etc., then 
proceed in the same way as for new surfaces. Old 
tempera paint must be removed first by moistening 
and scraping off.

APPLICATION: PLAY & CLEAN® can be applied with a 
pure bristle brush, a wool roller or a spray. 
DRYING AT 20°C AND 65% RH: touch dry after about 2 
hours, fully dry after 24 hours. 
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TIME BETWEEN FIRST AND SECOND COATS: at least 5 
- 6 hours at 20°C.

DILUTION: 5 - 10% with water. 

ENVIRONMENTAL CONDITIONS: apply at an ambient 
and/or substrate temperature of between 5°C and 35°C.

CLEANING EQUIPMENT: clean with water immediately 
after use.

PACK SIZES: White base 10 litre - 4litre - 0.75 litre.
Base converter 12.5kg - 5kg - 0.9kg.

COLOURS: White.  PLAY&CLEAN® can be coloured using 
the S2K® Tintometric System.

CONSERVATION AND STORAGE: If stored in a cool, dry 
place away from frost, the product can be stored for at 
least 18 months from the date of purchase.

NOTES:
This document has been prepared to the best of our 
scientific and technical knowledge.
Di Donato SpA accepts no responsibility for results 
obtained from use of this product since the conditions 
and methods of application are outside our control.
We recommend that you check the product is suitable 
for the intended use before applying.
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